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BOTTOM OF DECK PANEL ELEVATION

HORTZONTAL SHEAR CONNECTORS
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BOTTOM OF DECK PANEL ELEVATION ¢ GIRDER TABLE A — DECK PANEL DESIGN
HORIZONTAL SHEAR CONNECTORS (STEEL -GIRDER)
4" MIN STRAND
SHALL EXTEND TO THE TOP OF DECK C—C GIRDER | PANEL LENGTH PANEL i £'c STRAND
PROJECTION (TYP) PANELS (MIN)
SPACING THICKNESS (PSI) (PST) SPACING
CAST—IN—PLACE N 576" 570" 3 1/2" 4000 6000 g”
CONCRETE OVERPOUR CLEAR 6’0" 5'—6" 3 1/2" 4000 6000 8"
(5" THICK) 6 —6" 6'-0" 3 1/27 4000 6000 8"
770" 6 —6" 3 1/2" 4000 6000 g
776" 770" 3 1/2" 4000 6000 8"
8 0" 776" 3 1/2" 4000 6000 g”
~ 8 —6" 8 —0" 3 1,/2" 4000 6000 6
: 9’'-0" 8'—6" 3 1/27" 4000 6000 6"
PRECAST CONCRETE
TECK PANELS T | GROUT DAM (TYP) 9’6" 9’0" 3 1/2"7 4000 6000 6"
(3.7 THICK) i T 707 -0 3 —6 3 1/2 5000 6000 5
|
NS e TABLE B — DECK PANEL DESIGN
% _
| —_
| CLASS AA W/ HIGH RANGE (BULB-TEE GIRDER)
GROUT BED WATER REDUCING C—C GIRDER | PANEL LENGTH PANEL ol o STRAND
" (FOR GROUT BED < 2.5" THICK) THICKNESS ADMIXTURE (1" MIN SPACING THICKNESS (PST) (PST) SPACING
.57 (FOR GROUT BED > 2.5" THICK) THICKNESS) 8’ —0” 47 10" 3 1/2" 4000 6000 6"
8’ -6 5'—4" 3 1/2" 4000 6000 6"
% ENSURE GROUT FLOWS UNDER PANEL FOR COMPLETE BEARING 970" 510" 3 1/2" 4000 6000 6"
9 6" 6 —4" 3 1/2" 4000 6000 6
BULB-TEE GIRDER HAUNCH DETAIL D R ———
10 -6 774 3 1/2 4000 6000 6
. 1 =0" 77107 3 1/2" 4000 6000 6"
SCALE: “4° = 1 -0 7 6" 8" 47 3 1/27 2000 6000 5"
127 -0" 8 —10" 31/2" 5000 6000 57
DETAIL A @ﬁQTDM4WD“L TABLE C — GIRDER DEFLECTIONS DUE TO DECK PANEL DEAD LOAD
+ 78 ; r oL L 2L 3L 4L 5L 6L 7L BL 9L 1.0L
SPAN 1 XX XX XX XX XX XX XX XX XX XX XX
SPAN 2 XX XX XX XX XX XX XX XX XX XX XX
SPAN 3 XX XX XX XX XX XX XX XX XX XX XX
BULB—-TEE TOP FLANGE DETAIL DETAIL A ~ LIVE LDAD — Hs25
SCALE: 1,27 = 1 0" SCALE: 1.7 — 1 0" — ALLOWABLE TENSION IN CONCRETE = 6\ ¥ 3 o |
— MAXIMUM INITAL COMPRESSION = 750 psi (W/ f'ci = 4000 psi)
— C-1-P DECK THICKNESS =5
— PAVEMENT THICKNESS =2
— STEEL FLANGE WIDTH = 12"
PRESTRESSED CONCRETE DECK PANEL NOTES - DRUUT AN WED TR =1
(1) CONCRETE STRENGTH: f'c = 6,000 PSI MINIMUM AT 28 DAYS} SEE TABLE A & B NOTES TO DESIGNER:
f'ci = 4,000 PST MINIMUM DECK PANEL DESIGN
©! 1) A HAUNCH THICKNESS SHALL BE PROVIDED THAT ACCOUNTS FOR GIRDER CAMBER TOLERANCE.,
9 Y

(2) PRESTRESSING STRANDS SHALL BE % in. DIAMETER. GRADE 270 SEVEN ADDITIONAL DECK THICKNESS DUE TO DECK PANELS. FIELD SPLICE PLATES AND ANY OTHER
VIRE L ONBEL A AT 1ON TYPE . CONFORMING TO THE BEOLIREMENTS OF ASTy Adi6. 4Ll DETAIL THAT MIGHT IMPACT THE 17 MINIMUM HAUNCH THICKNESS REQUIREMENT. THE INTENT
STRANDS SHALL BE PULLED TO HAVE A NET TENSION OF 17.2 KIPS PER STRAND iiETEABEEE Eégéiggg CRADE ELEVATIONS ANDTAKE UP CHANGES TN DELK THICKNESS WITHIN
AFTER ALLOWING FOR CHUCK SLIPPAGE. ”

2) WHEN C-C GIRDER SPACING DIFFERS FROM THOSE LISTED IN TABLES A & B, OR IF THE FLANGE
(3) THE TOP SURFACE OF THE DECK PANELS SHALL BE BROOMED TO A SURFACE ROUGHNESS WIDTH IS NOT 12", THE ACTUAL PANEL LENGTH DETAILED IN NOTE #10 (THIS SHEET) SHALL BE
OF 0.06 in. BROOM THE SURFACE PARALLEL TO THE STRAND. CALCULATED. THE PANEL DESIGN SHALL BE BASED ON THE NEXT LONGER TABULATED C—-C GIRDER
SPACING.
(4) IF HIGH DENSITY EXPANDED POLYSTYRENE FOAM [S USED AS A TEMPORARY SUPPORT, IT e D ONER SHOULD NOTE THAT N MOST Chcre. AN ADD I TIONAL L O DEcK DEAD Lomn
3 /
SHALL BE CUT IN THE FIELD TO THE REQUIRED HEIGHT AND AFFIXED TO THE GIRDERS o 2
WITH AN APPROVED HI1GE STRENGTL ADHESVE. SHOULD BE INCLUDED IN THE DESIGN OF THE GIRDERS (8'v,” TOTAL THICKNESS MINIMUM).
THE BOTTOM OF DECK SLAB ELEVATIONS DETAILED IN THE PLANS SHALL BE BASED ON THE FULL
‘ 1

(5) PANEL LIFTING LOCATIONS SHOWN ARE ADVISORY ONLY. ACTUAL LIFTING LOCATIONS DEPTH CAST IN PLACE DECK DETAILED FOR USE AND NOT TAKE ACCOUNT OF THE ADDITIONAL '
SHALL BE DETERMINED BY THE FABRICATOR AND INDICATED ON THE SHOP DRAWINGS. OF DECK DEAD LOAD.

4) HORIZONTAL SHEAR CONNECTOR HEIGHTS MAY NEED ADJUSTMENT TO ACCOMODATE THIS OPTION.

(6) CORROSION INHIBITOR (CALCIUM NITRITE) ADMIXTURE SHALL BE USED.

(7) SEE STANDARD SPECIFICATIONS AND SPECIAL PROVISIONS FOR SECTIONS 520 AND 528 [)E:[:K\ S;L_A\Eg E:L_E:V/A\T_I []hj NJEJT'EZS;

FOR ADDITIONAL INFORMATION.

180 TP LEVELING SLREWS ARE USED. THEY SHALL BE LOMPLETELY REMOVED AFTER THE 1) AFTER THE GIRDERS ARE ERECTED AND BEFORE PRECAST DECK PANELS ARE SET, ELEVATIONS ON
CROUTING DEERATIONS AND PRIDR TO DECK PLACEMENT.  HOLES LEFT 57 LEVELING THE TOP FLANGE OF THE GIRDERS ARE TO BE OBTAINED AT THE POINTS INDICATED IN “BOTTOM
SLREWS SHALL BE FILLED WETH ANGAPPROVED CROUT PRIOR 1O DELK PLACEMENT. OF SLAB ELEVATION TABLE” DETAILED IN THE PLANS AND GIRDER HAUNCH DETAILS ON THIS SHEET.

(9) TEMPORARY BRACING BRETWEEN ENDS 0OF PANELS SHALL BE SUPPLIED AS REQUIRED TO 2) THE BOTTOM DOF SLAB ELEVATIONS SHALL BE ADJUSTED BY THE DIFFERANCE BETWEEN THE
PREVENT PANEL MOVEMENT TRANSVERSE TO THE GIRDERS. CAST=IN-PLACE DECK THICKNESS AND THE TOTAL COMPOSITE DECK THICKNESS.

(10) THE FOLLOWING DECK PANEL DESIGN INFORMATION SHALL BE USED FOR THIS PROJECT:
C—C GIRDER SPACING = XX
PANEL LENGTH = XX
PANEL THICKNESS = XX
CONCRETE STRENGTHS
ol = XX
f'c = XX
STRAND. SPACING = XX STATE OF NEW HAMPSHIRE
MULTI SPANS ONLY: DEPARTMENT OF TRANSPORTATION * BUREAU OF BRIDGE DESIGN
RE INFORCEMENT REQUIREMENTS IN TOP MAT OVER PIER TO MEET AASHTO 10.38.4.3 TOWN BRIDGE NO. STATE PROJECT
BAR SIZE = XX LOCATION
BAR SPACING = XX BRIDGE SHEET
PRECAST CONCRETE DECK PANEL DETAILS
(11) METRIC DIMENSIONS WILL BE SUPPLIED BY THE BUREAU OF BRIDGE DESIGN UPON REQUEST. REVISIONS AFTER PROPOSAL BY | DAIE BY | DAIE OF
DESIGNED MGL 4/02 |CHECKED  PES 4/02 FILE NUMBER
DRAWN GMC 4/02 |CHECKED  ACJ 4/02
QUANTITIES CHECKED
RAL PROJEC 0. S 0. OTAL S S
SUBDIRECTORY | .DGN LOCATOR SHEET SCALE ISSUEDATE | 4/02 | FEPERALPROIECIN HEPTN TOTAL SHEET
English/DKPANLS DECK PANELS AS NOTED REV. DATE 5/04




